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Candles. 


(This Invention received Provisional Protection only.) 


PROVISIONAL SPECIFICATION left by John Pickering at the Office 
of the Commissioners of Patents, with his Petition, on the 30th 
September 1871. 


I, Joun Picxerine, of Birmingham, in the County of Warwick, 
Chandler, do hereby declare the nature of the said Invention for 
‘‘ IMPROVEMENTS IN THE Manuracture or Dir CanDLES AND IN APPARATUS 
THEREFOR, to be as follows, that is to say :— 


My Invention refers to improvements in the manufacture of dip 
candles by which the regularity and true cylindrical form of moulded 
candles may be obtained. 


With this view I employ in connection with the dipping operation 
a hollow plate perforated and each perforation lined with a thimble of 
a double cone form, the two cones meeting at their smaller diameters. 
This perforated hollow plate is heated by steam or hot air, and is placed 
in the bath of tallow in such position that the lengths of wick 
hanging from the rods in the dipping frame each pass through one of 
the perforations in this hot plate in the descent of the wicks into the 
tallow and again on emerging from it, and thus as the wick becomes 
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3 loaded with the tallow a true cylindrical form is given to the tallow 
a by its passage through the plate. During this operation the molten 
bee tallow is kept in constant agitation by any suitable means, so that all 
__ the elementary constituents of the tallow may be kept intimately 
combined and prevented from separating. 


At a suitable depth and regulated by the length of candle I am 

making, a plate acting as a false bottom is placed in the tallow bath, 

and the candles in their descent touch this plate and are thus formed 
flat at the bottom. 


~e As it is essential that the wicks should be in a position to pass through 
the hollow plate, their verticality with the perforations in this plate must 
be ensured by so placing and maintaining them upon the dipping rods 
that they cannot readily shift. 


LONDON : 
Printed by George Epwarp Eyre and WILLIAM SPOTTISwooDE, 
Printers to the Queen’s most Excellent Majesty. 1872. 


_Pickering’s Improvements in the Manufacture of Dip Candles, §c. 
a 


10 


